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ABSTRACT
Package-level integration using multi-chip-modules (MCMs) is a
promising approach for building large-scale systems. Compared to
a large monolithic die, an MCM combines many smaller chiplets
into a larger system, substantially reducing fabrication and design
costs. Current MCMs typically only contain a handful of coarse-
grained large chiplets due to the high area, performance, and energy
overheads associated with inter-chiplet communication. This work
investigates and quantifies the costs and benefits of using MCMs
with fine-grained chiplets for deep learning inference, an applica-
tion area with large compute and on-chip storage requirements.
To evaluate the approach, we architected, implemented, fabricated,
and tested Simba, a 36-chiplet prototype MCM system for deep-
learning inference. Each chiplet achieves 4 TOPS peak performance,
and the 36-chiplet MCM package achieves up to 128 TOPS and
up to 6.1 TOPS/W. The MCM is configurable to support a flexible
mapping of DNN layers to the distributed compute and storage
units. To mitigate inter-chiplet communication overheads, we in-
troduce three tiling optimizations that improve data locality. These
optimizations achieve up to 16% speedup compared to the base-
line layer mapping. Our evaluation shows that Simba can process
1988 images/s running ResNet-50 with batch size of one, delivering
inference latency of 0.50ms.
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1 INTRODUCTION
Deep learning (DL) [44] has become critical for addressing complex
real-world problems. In particular, deep neural networks (DNNs)
have demonstrated their effectiveness across a wide-range of appli-
cations, including image recognition [33, 41, 60, 64, 65], object de-
tection [27, 54], language translation [63, 70], audio synthesis [69],
and autonomous driving [10]. State-of-the-art DNNs [6, 12, 27, 33,
41, 46, 54, 60, 64, 65] require billions of operations and hundreds
of megabytes to store activations and weights. Given the trend
towards even larger and deeper networks, the ensuing compute
and storage requirements motivate large-scale compute capability
in DL hardware, which is currently addressed by a combination
of large monolithic chips and homogeneous multi-chip board de-
signs [14, 17, 24, 29, 39, 71]. Previously proposed multi-chip DL
accelerators have focused on improving total compute throughput
and on-chip storage size but have not addressed the scalability chal-
lenges associated with building a large-scale system with multiple
discrete components.
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Figure 1: Input activations (IA), weights (W), and output ac-
tivations (OA) in convolutional layers.

Recently, the need for high compute throughput in an era of
slowing transistor scaling has motivated advances in multi-chip-
module (MCM) integration to build large-scale CPUs [7, 37, 40, 62]
and GPUs [3, 74]. MCM packaging approaches can also reduce cost
by employing smaller chiplets connected together post-fabrication,
as yield losses cause fabrication cost to grow super-linearly with
die size. Packaging technologies including organic substrates [36]
and silicon interposers [28, 55] can be used to assemble a large-
scale MCM system. In addition, recent advances in package-level
signaling o�er the necessary high-speed, high-bandwidth signaling
needed for chiplet-based system [72]. As a result, chiplet-based
systems using MCMs can provide improved performance more
e�ciently than board-level integration but with lower cost than
monolithic chips. While MCMs have been used for general compute
systems, applying MCMs to high-performance DNN inference algo-
rithms has not been previously examined. Speci�c challenges stem
from the natural non-uniformity between on-chip and on-package
bandwidth and latency. While multi-chip systems also exhibit sim-
ilar forms of non-uniformity, this paper focuses on the speci�c
characteristics of MCM-based systems as they provide a natural
progression from monolithic single-chip inference accelerators as
semiconductor scaling slows.

This paper presents Simba, a scalable deep-learning inference ac-
celerator employing multi-chip-module-based integration. Each of
the Simba chiplets can be used as a standalone, edge-scale inference
accelerator, while multiple Simba chiplets can be packaged together
to deliver data-center-scale compute throughput. We speci�cally ex-
amine the implications of the non-uniform latency and bandwidth
for on-chip and on-package communication that lead to signi�cant
latency variability across chiplets. Such latency variability results
in a long �tail latency� during the execution of individual infer-
ence layers. As a result, the overall performance for each layer is
limited by the slowest chiplet in the system, limiting scalability.
To address these challenges, we propose three tail-latency-aware,
non-uniform tiling optimizations targeted at improving locality and
minimizing inter-chiplet communication: (1) non-uniform work
partitioning to balance compute latency with communication la-
tency; (2) communication-aware data placement to minimize inter-
chiplet tra�c; and (3) cross-layer pipelining to improve resource
utilization.

To explore the challenges and evaluate the bene�ts of MCM-
based inference accelerator architectures, we designed, implemented,
and fabricated a prototype of Simba, consisting of 36 chiplets con-
nected in a mesh network in an MCM [76]. The6 mm2 chiplets are

1 for n = [0 : N) :
2 for p = [0 : P) :
3 for q = [0 : Q) :
4 for k = [0 : K) :
5 for r = [0 : R) :
6 for s = [0 : S) :
7 for c = [0 : C) :
8 OA[n,p,q,k] += IA[n,h,w,c] * W[k,r,s,c]

Listing 1: DNN loop nest.

fabricated in a16 nmFinFET process technology and contain both
multiply-accumulate (MAC) units and an SRAM-based memory
system. Each chip has a peak performance of 4 tera-ops per second
(TOPS) using 8-bit weights and activations and 24-bit accumulation.
The 36-chiplet MCM achieves up to128 TOPSwith an energy e�-
ciency range of0.2� 6.1 TOPS/Wdepending on operating voltage.
Simba supports �exible mapping and resource allocation for e�-
cient DNN inference execution across a wide range of workloads.
We thoroughly characterize the Simba system and motivate the
importance of task and data placement in the Simba MCM system,
which can lead to as much as a2:5� performance di�erence for indi-
vidual ResNet-50 layers. Motivated by our observations, we propose
non-uniform work and data placement, together with cross-layer
pipelining, to improve system utilization in the presence of small
batch sizes and communication latency.

2 BACKGROUND AND MOTIVATION
Many applications from edge devices to data centers demand fast
and e�cient inference, often with low latency or real-time through-
put requirements. Today's DNN inference applications typically
run on highly programmable but ine�cient CPU-based systems,
programmable GPUs with ISA extensions for accelerating tensor
operations, or �xed-function DNN inference accelerators. Recent
work has shown that �xed-function accelerators can provide or-
ders of magnitude better energy e�ciency and performance than
CPUs and better area and energy e�ciency than GPUs [1, 13�
15, 20, 25, 30, 51, 59, 75].

Small-scale inference applications can run on moderately-sized
chips, while those demanding higher performance may require
large monolithic chips or board-level multi-chip solutions to scale.
Partitioning an application across multiple chips at the board level
is not easy because of the enormous di�erence in bandwidth, la-
tency, and energy between on-chip communication and inter-chip
communication. Other packaging approaches such as multi-chip
modules can provide inter-chip interconnect that is closer in nature
to on-chip interconnect, o�ering a more straightforward path to
scaling.

2.1 DNN Basics
DNNs are constructed using a series of layers, including convolu-
tional layers, pooling layers, activation layers, and fully-connected
layers. A convolutional layer is algorithmically formulated as a
seven-dimensional nested loop over an input activation (IA) ten-
sor, a weight (W) tensor, and an output activation (OA) tensor, as
shown in Figure 1. Listing 1 shows the convolution computation
embedded in a seven-dimensional loop nest. The same formulation
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Figure 2: Simba architecture from package to processing element (PE).

also applies to fully-connected layers that are widely used in multi-
layer perceptrons (MLPs) and recurrent neural networks (RNNs).
An activation layer applies a non-linear function such asReLUor
sigmoid, while pooling layers down-sample the input activations
after convolutional layers. Activation and pooling layers are typi-
cally merged with convolutional layers during execution to reduce
data movement.

2.2 Multi-Chip-Module Packaging
Package-level MCM integration is a promising alternative for as-
sembling large-scale systems out of small building blocks known
aschiplets. Such systems consist of multiple chiplets connected
together via on-package links using a silicon interposer or an or-
ganic substrate and employing e�cient intra-package signaling
circuits [7, 21, 40, 72]. Compared to a large monolithic die, MCMs
can reduce (1) design costs, since logic design, veri�cation, and
physical design are all easier on a small chip than a large chip;
and (2) fabrication costs, as the much lower manufacturing yield
of large chips make them far more expensive than small chips.
In addition, di�erent scales of systems can be created merely by
adjusting the number of chiplets placed in a package, without re-
quiring a di�erent chip tapeout for each market segment. MCMs
have been recently applied to a general-purpose CPU design [7]
as an alternative to building multi-core CPUs on reticle-limited
large die. They have also been an active research area for scaling of
multi-CPU [37, 40, 45, 62] and multi-GPU systems [3, 18, 74]. How-
ever, package-level wires do not provide the same communication
density or energy/bit as on-chip wires. Consequently, MCM archi-
tects and software developers must still consider the non-uniform
bandwidth, latency, and energy present in these systems to achieve
e�cient application performance.

2.3 Non-Uniformity in MCM-based Design
An MCM-based system has a heterogeneous interconnect archi-
tecture, as the available intra-chiplet bandwidth is expected to be

signi�cantly higher than available inter-chiplet bandwidth. In addi-
tion, sending data to remote chiplets incurs additional latency. This
latency may include on-chip wire delays to move data to the edge
of the chiplet, synchronizer delays for crossing clock domains, seri-
alization and deserialization latency in high-speed communication
links, and the on-package wire delays of inter-chiplet links. As a
result, communication latency between two elements in a MCM
heavily depends on their spatial locality on the package.

Mapping DNN layers to a tile-based architecture is a well-studied
research problem [15, 25, 50]. State-of-the-art DNN tiling typically
assumes a �at architecture with uniform latency and bandwidth
across processing elements and focuses on data reuse for reducing
global bandwidth demands. This assumption is acceptable for small-
scale systems, as the communication latency variability is small,
and the computation is often tolerant of communication latencies.
However, as DNN inference performance is scaled up to larger
systems, the execution time decreases and latency-related e�ects
become more important. Furthermore, in large-scale systems with
heterogeneous interconnect architectures such as MCMs, assump-
tions of uniform latency and bandwidth in selecting DNN tiling
can degrade performance and energy e�ciency. Simba is the �rst
work that quantitatively highlights the challenge of mapping DNN
layers to non-uniform, MCM-based DNN accelerators and proposes
communication-aware tiling strategies to address the challenge.

3 SIMBA ARCHITECTURE AND SYSTEM
To understand the challenges and opportunities of using MCMs for
building large-scale, deep-learning systems, we designed, imple-
mented, fabricated, and characterized Simba, the �rst chiplet-based
deep-learning system. This section �rst presents an overview of
the Simba architecture and its default uniform tiling strategy. We
then describe Simba's silicon prototype and present a detailed char-
acterization of the Simba system in Section 4.
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Table 1: Simba system communication capability.

Packet
Source

Unicast
Destination

Multicast
Destination

PE
Local PEs, Global PE, Controller -

Remote PEs, Global PE, Controller -

Global PE
Local PEs, Controller Local PEs

Remote PEs, Controller Remote PEs

Controller
Local PEs, Global PE

Remote PEs, Global PE, Controller

3.1 Simba Architecture
Tile-based architectures have frequently been proposed for deep-
learning accelerator designs [1, 2, 13, 15, 22, 25, 30, 42, 51, 53, 56, 58,
61, 75]. Our design target is an accelerator scalable to data center
inference, where state-of-the-art data center accelerators deliver
around 100 tera-operations-per-second (TOPS). For example, the
�rst generation of the Tensor Processing Unit (TPU) delivers 92
TOPS [39] and is designed for inference applications. One simple ap-
proach to achieve this design goal is to increase the number of tiles
in a monolithic single chip. However, building a �at network with
hundreds of tiles would lead to high tile-to-tile communication la-
tency, as examined in both multi-core CPU [19] and accelerator [26]
research.

Simba adopts a hierarchical interconnect to e�ciently connect
di�erent processing elements (PEs). This hierarchical interconnect
consists of a network-on-chip (NoC) that connects PEs on the same
chiplet and a network-on-package (NoP) that connects chiplets
together on the same package. Figure 2 illustrates the three-level
hierarchy of the Simba architecture: package, chiplet, and PE. Fig-
ure 2(a) shows a Simba package consisting of a6 � 6 array of
Simba chiplets connected via a mesh interconnect. Each Simba
chiplet, as shown in Figure 2(b), contains an array of PEs, a global
PE, a NoP router, and a controller, all connected by a chiplet-level
interconnect. To enable the design of a large-scale system, all com-
munication between the PEs, Global PEs, and controller is designed
to be latency-insensitive [11] and is sent across the interconnection
network through the NoC/NoP routers.

Simba PE: Figure 2(c) shows the microarchitecture of the Simba
PE, which includes a distributed weight bu�er, an input bu�er, paral-
lel vector MAC units, an accumulation bu�er, and a post-processing
unit. Each Simba PE is similar to a scaled-down version of NVDLA,
a state-of-the-art DL accelerator product [59]. The heart of the
Simba PE is an array of parallel vector multiply-and-add (MAC)
units that are optimized for e�ciency and �exibility. The Simba PE
uses a weight-stationary data�ow: weights remain in the vector
MAC registers and are reused across iterations, while new inputs
are read every cycle. Each vector MAC performs an 8:1 dot-product
along the input channel dimensionC to exploit an e�cient spatial
reduction [42]. To provide �exible tiling options, the Simba PE also
supports cross-PE reduction with con�gurable producers and con-
sumers. If the current PE is the last PE on the reduction chain, it �rst
sends partial sums to its local post-processing unit that performs
ReLU, truncation and scaling, pooling, and bias addition. The �nal

output activation is sent to the target Global PE for computation of
the next layer.

Simba Global PE: The Global PE serves as second-level stor-
age for input/output activation data to be processed by the PEs. To
support �exible partitioning of the computation, the Global PE can
either unicast data to one PE or multicast to multiple PEs, even
across chiplet boundaries. The Global PE has a multicast manager
that oversees these producer-consumer relationships. The Global
PE also serves as a platform for near-memory computation. Many
DNNs feature some computation that has low data reuse, such as
element-wise multiply/add in ResNet [33] or depth-wise convolu-
tion in MobileNet [34]. The Global PE can perform such computa-
tions locally to reduce communication overhead for these types of
operations.

3.2 Simba Silicon Prototype
Simba Controller: Each Simba chiplet contains a RISC-V proces-
sor core [4] that is responsible for con�guring and managing the
chiplet's PEs and Global PE states via memory-mapped registers
using an AXI-based communication protocol. After all states are
con�gured, the RISC-V triggers execution in the active PEs and
Global PEs and waits for these blocks to senddonenoti�cations via
interrupts. Synchronization of chiplet control processors across the
package is implemented via memory-mapped interrupts.

Simba Interconnect: To e�ciently execute di�erent neural
networks with diverse layer dimensions, Simba supports �exible
communication patterns across the NoC and NoP. Table 1 lists
Simba communication capability across all components. Both NoC
and NoP use a mesh topology with a hybrid wormhole/cut-through
�ow control. Speci�cally, unicast packets use wormhole �ow control
for large packet size, while multicast packets are cut-through to
avoid wormhole deadlocks. Each Simba PE can unicast to any local
or remote PE for cross-PE partial-sum reduction, to any local or
remote Global PE to transmit output activation values, and to any
local or remote chiplet controller to signal execution completion.
A PE does not need to send multicast packets as its computation
requires only point-to-point communication. In addition to unicast
communication, a Global PE can also send multicast packets to
local and remote PEs for �exible data tiling.

We implemented, fabricated, and tested a silicon prototype of
the Simba system, shown in Figure 3, with the microarchitecture

(a) Simba chiplet (b) Simba package

Figure 3: Simba silicon prototype.
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Table 2: Simba microarchitecture parameters.

Package

Number of Chiplets 36
Size 47.5 mm� 47.5 mm

Core Voltage 0.52�1.1 V
PE Clock Frequency 0.48�1.8 GHz

Chiplet-to-Chiplet Interconnect Ground-Referenced Signaling
NoP Interconnect Bandwidth 100 GB/s/Chiplet

NoP Interconnect Latency 20 ns/Hop
NoP Interconnect Energy 0.82�1.75 pJ/bit

Chiplet

Number of PEs 16
Area 2.5 mm� 2.4 mm

Technology 16 nm FinFET
Voltage 0.42�1.2 V

PE Clock Frequency 0.16�2.0 GHz
Global PE Bu�er Size 64 KiB
Routers Per Global PE 3

NoC Interconnect Bandwidth 68 GB/s/PE
NoC Interconnect Latency 10 ns/Hop

Microcontroller RISC-V

PE

Weight Bu�er Size 32 KiB
Input Bu�er Size 8 KiB

Accumulation Bu�er Size 3 KiB
Vector MAC Width 8

Number of Vector MACs 8
Data�ow Weight Stationary

Input/Weight Precision 8 bits
Partial-Sum Precision 24 bits

parameters in Table 2. We chose parameters so that a Simba chiplet
has area and power similar to an e�cient edge system, such as Dian-
Nao [13] or Eyeriss [15], while a full Simba package is comparable
to a data-center-scale system such as TPU [39]. Table 3 shows the
synthesis area breakdown of key components in the Simba chiplet
architecture.

Shown in Figure 3a, the2.5 mm� 2.4 mmSimba chiplets were
implemented in TSMC16 nmFinFET process technology [76]. Each
Simba package (Figure 3b) contains an array of6 � 6 chiplets con-
nected on an organic package substrate using ground-referenced
signaling (GRS) technology for intra-package communication [72].
The top and bottom rows of each chiplet include eight chiplet-
to-chiplet GRS transceiver macros. Four macros are con�gured
as receivers and four as transmitters. Each transceiver macro has
four data lanes and a clock lane with con�gurable speed from
11 Gbps/pin to 25 Gbps/pin, consuming0.82� 1.75 pJ/bit, with a to-
tal peak chiplet bandwidth of100 GB/s. We chose GRS as our com-
munication mechanism because it delivers3:5� higher bandwidth
per unit area and lower energy per bit compared to other MCM
interconnects [7].

The prototype chiplets were implemented using a globally asyn-
chronous, locally synchronous (GALS) clocking methodology [23],

Table 3: Area breakdown of the Simba system.

Partition Component Area (µm2)

PE

Vector MACs 12K
Weight Bu�er 41K
Input Bu�er 11K

Accumulation Bu�er 24K
NoC Router 19K

Global PE
Distributed Bu�er 125K

NoC Routers 27K

RISC-V Processor 109K

NoP NoP Router 42K

1 //Package level
2 for p3 = [0 : P3) :
3 for q3 = [0 : Q3) :
4 parallel_for k3 = [0 : K3) :
5 parallel_for c3 = [0 : C3) :
6 // Chiplet level
7 for p2 = [0 : P2) :
8 for q2 = [0 : Q2) :
9 parallel_for k2 = [0 : K2) :

10 parallel_for c2 = [0 : C2) :
11 // PE level
12 for r = [0 : R) :
13 for s = [0 : S) :
14 for k1 = [0 : K1) :
15 for c1 = [0 : C1) :
16 for p1 = [0 : P1) :
17 for q1 = [0 : Q1) :
18 // Vector-MAC level
19 parallel_for k0 = [0 : K0) :
20 parallel_for c0 = [0 : C0) :
21 p = (p3 * P2 + p2) * P1 + p1;
22 q = (q3 * Q2 + q2) * Q1 + q1;
23 k = ((k3 * K2 + k2) * K1 + k1) * K0 + k0;
24 c = ((c3 * C2 + c2) * C1 + c1) * C0 + c0;
25 OA[p,q,k] += IA[p-1+r,q-1+s,c] * W[r,s,c,k];

Listing 2: Simba baseline data�ow.

allowing independent clock rates for individual PEs, Global PEs,
RISC-V processors, and NoP routers. Running in a single-chiplet
con�guration, Simba prototypes have been measured to operate
correctly in the lab at a minimum voltage of0.42 Vwith a 161 MHz
PE frequency, achieving0.11 pJ/Op (9.1 TOPS/W) core power ef-
�ciency on a peak-utilization convolution micro-benchmark. At
1.2 V, each chiplet operates with a2 GHzPE frequency for a peak
throughput of4 TOPS. The 36-chiplet Simba system is functional
over a slightly narrower voltage range, from0.52� 1.1 V, achieving
0.16 pJ/op at 0.52 Vand 484 MHz; at 1.1 V, the 36-chiplet system
achieves a 1.8 GHz PE frequency and 128 TOPS.

3.3 Simba Baseline Tiling
To map DNN layers onto the hierarchical tile-based architecture,
we �rst use a state-of-the-art DNN tiling strategy that uniformly
partitions weights spatially, leveraging model parallelism [13, 14,
39, 51, 59, 73]. Listing 2 shows the default tiling in a loop-nest form.
Each dimension of a DNN layer can be tiled temporally, spatially,
or both at each level of the system hierarchy: package, chiplet, PE,
and vector MAC. The loop bounds and orderings in Listing 2 are
con�gurable in Simba so that users can �exibly map computation to
the Simba system. In particular, the default data�ow uniformly par-
titions weights along the input channel (C) and the output channel
(K) dimensions, as noted in theparallel_for loops. In addition,
Simba can also uniformly partition along the height (P) and width
(Q) dimensions of an output activation across chiplets and PEs to
support �exible tiling. Section 5 highlights the limitations of this
approach when mapping networks onto a large-scale, non-uniform
network access architecture with an MCM-based integration.

We developed a �ow that uses Ca�e [38] to map a DNN inference
application to the Simba system, which primarily determines an
e�cient tiling strategy for the data�ow that best exploits data reuse
in the memory hierarchy. To facilitate evaluation of di�erent map-
ping alternatives, we also developed a fast, analytical energy model
for Simba that quanti�es the energy cost of a particular mapping,
similar to the methodology discussed in prior work [15, 25, 50]. The
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